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The TLK- RX72BP is a lightweight portable 17 channel receiver providing 
up to 8 simultaneous audio channels with an operational range of 100m 
(line of site).  Each receiver is enclosed in a durable ABS body pack 
housing and is digitally tuned to operate on the 72-76MHz bandwidth.  
Each receiver has a Liquid Crystal Display (LCD) that shows Signal 
Strength, Battery Level, Volume Level, Lock Indicator and Channel 
Settings designed for easy operation.  The 3.5mm microphone input jack 
also doubles as an auxiliary input.  The TLK-RX72BP operates on either (2) 
standard 1.5V Alkaline AA batteries (TLK-BATAA) or (2) standard 1.25V AA 
NiMH rechargeable batteries (TLK-BATAAR). Both battery options provide 
40-50 hours of continuous operation.  When using NiMH rechargeable 
batteries ONLY, receivers can be recharged individually by using the USB 
to AC power supply/battery charger (TLK-CHG72-1). Up to 24 receivers 
can be recharged simultaneously by using the 24-unit recharging case 
(TLK-CHG72-24). Either option will recharge the receiver in 5-6 hours.

3.19” H x 2.45” W x 1.03” D (81mm x 62mm x 26mm)

2.19oz (62g) Excluding batteries

Dark Blue

(2) 1.5V AA Alkaline Batteries (TLK-BATAA), or (2) 1.25V 2650mAh AA  rechargeable NiMH batteries 
(TLK-BATAAR), both providing 40-50 hours of operation.

The USB charging port supplies 400-500mAh capable of recharging NiMH batteries in 5-6 hours.  An additional built in 
safety feature protects the batteries from being over charged or possible over heating. Included is a USB to AC power 
supply/battery charger (TLK-CHG72-1). An optional charging case (TLK-CHG72-24) is available for charging up to 24 
units simultaneously. 

60mAH

Power on: Green Low Battery: Red Battery Charging: Flashing Red

A custom backlit LCD showing the Signal Strength, Battery Level, Volume Level, Lock Indicator and Channel Settings.

The available channels are: 
72.1, 72.2, 72.3, 72.4, 72.5, 72.6, 72.7, 72.8, 72.9, 74.7, 75.3, 75.4, 75.5, 75.6, 75.7, 75.8 and 75.9MHz.
TLK-TX72BP1: 72.9MHz (3)
TLK-TX72BP2: 72.1MHz (1), 72.9MHz (3)
TLK-TX72BP3: 72.1MHz (1), 72.5MHz (2), 72.9MHz (3)
TLK-TX72BP4: 72.1MHz (1), 72.5MHz (2), 72.9MHz (3), 75.7MHz (4)
TLK-TX72BP5: 72.1MHz (1), 72.5MHz (2), 72.9MHz (3), 75.7MHz (4), 74.7MHz (5)
TLK-TX72BP6: 72.1MHz (1), 72.5MHz (2), 72.9MHz (3), 75.7MHz (4), 74.7MHz (5), 75.3MHz (6)
TLK-TX72BP7: 72.1MHz (1), 72.5MHz (2), 72.9MHz (3), 75.7MHz (4), 74.7MHz (5), 75.3MHz (6), 75.9MHz (7)
TLK-TX72BP8: 72.1MHz (1), 72.3MHz (2), 72.6MHz (3), 72.8MHz (4), 74.7MHz (5), 75.4MHz (6), 75.7MHz (7),  75.9MHz (8).

10.7MHz

+/- 75kHz

2uV at 12dBSINAD with Squelch defeated

20mV

40Hz to 15kHz, +/-3dB 

70dB at 100uV

Earphone/Headphone cable

100mW, maximum 16 Ohm load

3.5mm Mono Phone Jack

Adjustable from 0-9 *Factory preset at 3

The “ON/OFF” slide switch is used for turning the power on/o�.  The  “UP/DOWN” momentary pushbutton switch is 
used to adjust the Channel settings.  The “Lock/Unlock” and “Set” momentary pushbutton switch is used to adjust the 
transmitter settings. The “ALK/NiMH” slide switch is used to change between Alkaline or Rechargeable NiMH battery 
modes. The “Mute” momentary pushbutton is used to temporarily mute the audio signal.

ABS with textured surface

100m (L.O.S.)
This device complies with part 15 of the FCC rules.  Operation is subject to the following two conditions (1) This device 
may not cause harmful interference and (2) this device must accept any interference received, including interference 
that may cause undesired operation.

A Limited lifetime warranty is standard with optional protection coverage programs available.

Dimensions:
Weight:
Color:
Battery Type:

Battery Charging:

Output Consumption:
LED Indicator:
Display:

Operating Frequencies:

Intermediate Frequency:

FM Deviation:
Senstivity:
Input Overload:
Frequency Response:
Signal to Noise Ratio:
Receiver Antenna:
Audio Output:
Microphone/Aux Inut:
Squelch:

External Controls:

Material:

Distance Coverage:
Approvals:

Warranty:

AUDIO RESOURCE GROUP, INC.
375 Langdon Ave | Hannaford, ND | 58448 | 888-468-4552 | www.talkandlisten.com *Speci�cations subject to change without notice. **the FCC has approved the operation of this device in the USA. The FCC rules limit the use of this product to auditory assistance.

TLK-RX72BP
Multi-Channel FM Receiver
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